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PIM RATED LIGHTNING PROTECTOR

LIGHTNING PROTECTOR

PROJECTION

UNLESS OTHERWISE SPECIFIED,

43321

N-FEMALE TO N-FEMALE BULKHEAD

DIMENSIONAL TOLERANCES:

.X = ±.1 [2.54]
.XX = ±.01 [.25]

.XXX = ±.005 [.13]

ANGULAR  TOLERANCES:

ALL = ± 1°

DESCRIPTION MATERIAL FINISH
BODY BRASS CuSnZn3

INNER CONDUCTOR FEMALE PHOSPHOR BRONZE SILVER
INNER CONDUCTOR MALE BRASS SILVER

COUPLING NUT BRASS CuSnZn3
INSULATOR PTFE ---

0-RING SILICONE RUBBER ---

NOTES:
    ELECTRICAL:
       IMPEDANCE:   50 OHM
       FREQUENCY RANGE:  800 ~ 2,250 MHz
       VSWR:  < 1.2
       PASSIVE INTERMODULATION(PIM):  < -150dBc
       DIELECTRIC WITHSTANDING VOLTAGE:  2500V (RMS)
       INSULATION RESISTANCE:  > 5000M OHM
       CONTACT RESISTANCE: 
                                 CENTER CONTACT: < 1.0m OHM
                                   OUTER CONTACT: < 1.0m OHM
       INSERTION LOSS: < 0.2dB

    MECHANICAL:
       DURABILITY:  > 500
       TEMPERATURE RANGE: -40°C TO +85°C

    PACKAGING:
       COMPONENT SHALL BE INDIVIDUALLY PACKAGED IN ACCORDANCE
       WITH L-COM SPECIFICATION PKG-00012

REGULATORY COMPLIANCE:
CE2011/65/EU(RoHS DIRECTIVE)
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