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INSULATOR CAP

RoHS Compliant 

NOTES:

ELECTRICAL:
IMPEDANCE: 50 OHM
FREQUENCY RANGE: DC ~ 6GHz
DIELECTRIC WITHSTANDING VOLTAGE: 1000 V RMS.
VOLTAGE RATING: 335 VOLTS PEAK.
CABLE RETENTION: 3 LBS PULL
APPLICATION: RG174, RG316, RG179

PACKAGE IN ACCORDANCE WITH L-COM SPECIFICATION
PS-0031

ALL DIMENSIONS ARE FOR REFERENCE ONLY.

RECOMMENDED
STRIPPING DIMENSIONS

FERRULE CRIMP SIZE

DESCRIPTION MATERIAL FINISH
CONNECTOR BODY BRASS NICKEL PLATE

INSULATOR TEFLON -
CENTER PIN BRASS GOLD PLATE

FERRULE BRASS NICKEL PLATE
CAP BRASS NICKEL PLATE
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ECN 5010: REMODELED, REDRAWN AND NEW FORMAT

  

D.FRISIELLO

 

 

CATEGORY

PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY 

NONE

FSCM NO.

43321

MC-CARD RIGHT ANGLE CRIMP 
RG174/316/179

COAXIAL

PROJECTION

UNLESS OTHERWISE SPECIFIED,

D.FRISIELLO

COLOR VARIATIONS
MAY OCCUR

8/31/10
DIMENSIONAL TOLERANCES:

.X = ±.1
.XX = ±.01

.XXX = ±.005

ANGULAR  TOLERANCES:

ALL = ± 1°
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