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RECOMMENDED CABLE 

NOTES:

ALL DIMENSIONS ARE FOR REFERENCE ONLY.

IMPEDENCE:  50 OHMS

CONNECTOR

RoHS Compliant

RECOMMENDED
FERRULE

A

DURABILITY:  100 CYCLE> CRIMP SIZE

Initial Release                                                       

QMA Right Angle Crimp
FOR RG58 /195 Series

ELECTRICAL:

FREQUENCY RANGE:  0~18 GHz

COMPONENTS SHALL BE INDIVIDUALLY PACKAGED IN

03/10/03   B.Puchaski
B

STRIPPING
WITHSTAND VOLTAGE:  1000V

-SOLDER PIN-

MISCELLANEOUS:

RECOMMENDED

ACCORDANCE WITH L-COM  SPECIFICATIONS PS-0031.

CABLE RETENTION: > 40 POUNDS

DESCRIPTION MATERIAL FINISH
CENTER CONTACTS BRASS GOLD

BODY BRASS NICKEL
UNLOCK SLEEVE BRASS NICKEL
CRIMP FERRULE BRASS NICKEL

INSULATOR PTFE ---

ENN#4828 New Design                                       06/10/10   B.Puchaski
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DIMENSIONAL TOLERANCES:

.X = ±.1
.XX = ±.01

.XXX = ±.005

ANGULAR  TOLERANCES:

ALL = ± 1°
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