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ECN 4956: UPDATE DRAWING AND NEW FORMAT

MAY OCCUR

  

CATEGORY

PRODUCT DESCRIPTION

NORTH ANDOVER, MA

8

THE  INFORMATION  CONTAINED  IN  THIS  DRAWING  IS  THE  SOLE

MAY VARY 

NONE

FSCM NO.

K.BURGNER

43321

COAXIAL

PROJECTION

R.P. TYPE N STR CRIMP JACK FOR RG58

PROPERTY OF L-COM, INC.  ANY REPRODUCTION IN PART OR WHOLE

UNDIMENSIONED FEATURES

DIMENSIONAL TOLERANCES:

.X = ±.1
.XX = ±.01

.XXX = ±.005

ANGULAR  TOLERANCES:

ALL = ± 1°

RoHS Compliant 

DESCRIPTION MATERIAL FINISH
CONNECTOR BODY BRASS NICKEL PLATE

DIELECTRIC TEFLON -
CENTER PIN BRASS GOLD PLATE

FERRULE BRASS NICKEL PLATE

NOTES:

ELECTRICAL:
IMPEDENCE:  50 OHMS
WITHSTAND VOLTAGE:  2500V
FREQUENCY RANGE:  0~6 GHz
VSWR:  <1.50 @ 0~6 GHz
DURABILITY: > 500 CYCLE
CABLE RETENTION: > 40 POUNDS

MISCELLANEOUS:
COMPONENTS SHALL BE INDIVIDUALLY PACKAGED IN
ACCORDANCE WITH L-COM  SPECIFICATIONS PS-0031.

ALL DIMENSIONS ARE FOR REFERENCE ONLY.

FERRULE(SOLDER TYPE)

5/8-24 UNEF-2A

CENTER PIN

BODY

1.10 28

.63 16


