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NOTES:
COMPONENT SHALL BE INDIVIDUALLY PACKAGED IN 
ACCORDANCE WITH L-COM SPECIFICATION PS-0031

DESCRIPTION MATERIAL FINISH
BODY BRASS NICKEL PLATE

CENTER PIN BRASS GOLD PLATE
DIELECTRIC PTFE -

FERRULE BRASS NICKEL PLATE
SHELL BRASS NICKEL PLATE

RETAINING RING BRASS -
GASKET RUBBER -

RECOMMENDED
CABLE STRIPPING

PROPERTY OF L-COM, INC.  ANY REPRODUCTION IN PART OR WHOLE
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UNDIMENSIONED FEATURES

ARTP-1A10.SLDDRW 1

.XXX = ±.005 [.13]
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P.PESA 02/22/05

REVISIONS

DESCRIPTION APPROVED

INITIAL RELEASE

NONE

REV

CON,RP-TNC PLUG RG6 CABLE

ECN 9853: REVISE 3D MODEL AND  NEW FORMAT

02/22/05

DATE

P.PESA

05/13/2019

02/22/2005

UNLESS OTHERWISE SPECIFIED,

5678

THE  INFORMATION  CONTAINED  IN  THIS  DRAWING  IS  THE  SOLE

P.PESA

MAY VARY 

FSCM NO.

A

43321

JC

COLOR VARIATIONS

NORTH ANDOVER, MA
OVERALL CABLE LENGTH TOLERANCE:

≤12 [305] = +1 [25] / -0
>12 [305] ≤60 [1524] = +2 [51] / -0

>60 [1524] ≤120 [3048] = +4 [102] / -0
>120 [3048] ≤300 [7620] = +6 [152] / -0

>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2 [5.08]

.XX = ± .02 [.51]

B

 
14.7

 

.58  
12.7
.50 

 
24.8
.98 

 .30
7.5

 .59
15.0

 

.26
6.5

7/16-28 UNEF-2B
THREAD

.57
14.5


