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FERRULE & PIN
CABLE STRIPPING

RECOMMENDED

DIMENSIONS
CRIMP SIZE

NOTES:

1.0 PACKAGING:
   1.1 THE PRODUCT SHALL BE PRESERVED & PACKAGED IN A MANNER WHICH WILL 
         AFFORD ADEQUATE PROTECTION AGAINST CORROSION, DETERIORATION,
         AND PHYSICAL DAMAGE DURING SHIPMENT.

   1.2 INDIVIDUALLY PACKAGE EACH ASSEMBLY UTILIZING APPROPRIATE SIZED BAG 
         DEPICTED ON                            . MARK EACH BAG PER              .

2.0 WORKMANSHIP:
   2.1 CABLE ASSEMBLIES SHALL BE MANUFACTURED IN SUCH A MANNER AS TO BE
         UNIFORM IN QUALITY AND SHALL BE FREE FROM BURRS, CRAZING, CRACKS,
         VOIDS, PIMPLES, CHIPS, BLISTERS, PINHOLES, SHARP CUTTING EDGES, AND OTHER
         DEFECTS THAT WILL ADVERSELY AFFECT LIFE, SERVICEABILITY, OR APPEARANCE.

3.0 VISUAL AND MECHANICAL:
   3.1 CABLE ASSEMBLIES SHALL BE INSPECTED TO VERIFY COMPLIANCE TO THIS DRAWING.

4.0 REFERENCE DOCUMENTATION:

5.0 APPLICATION:
    5.1 RG59B/U COAXIAL CABLE WITH 23 AWG CENTER CONDUCTOR 43321
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Component Specifications 
Material  

Body Brass per ASTM-B-16, Half Hard 
Ferrule Brass or Copper Alloy, Rockwell F65 max 
Pin Brass per ASTM-B-16, Half Hard 
Insulator Delrin 

Finish  
Body Nickel plate per QQ-N-290, Class 1, 100 microinches 
Ferrule Nickel plate per QQ-N-290, Class 1, 100 microinches 

Pin Gold plate per MIL-G-45204, type 1, grade C. 3-5 
microinch minimum. 

Electrical  
Impedance 75 Ohm 

CS-278 


