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RoHS Compliant 

3.  IMPEDANCE: 50 OHMS

RG316, RG188, AND RG174 CABLE ASSEMBLIES. 

DIMENSIONS
CABLE STRIPPING
RECOMMENDED

2.  APPLICATION:

CENTER PIN: SOLDER*
CRIMP SIZE
RECOMMENDED FERRULE

1.  INDIVIDUALLY PACKAGE EACH ASSEMBLY UTILIZING APPROPRIATE SIZED BAG. 
 
NOTES:

DESCRIPTION MATERIAL FINISH
BODY BRASS GOLD PLATE
SHELL BRASS GOLD PLATE

INSULATOR PTFE -
PIN BRASS 30μ IN GOLD PLATE

FERRULE BRASS GOLD PLATE
INSULATOR, CAP PTFE -

CAP BRASS GOLD PLATE
SHRINK TUBE PE -

D.PARHAMA

B

C

D

COLOR VARIATIONS

CONFIGURATION DETAILS OF
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DIMENSIONS ARE IN INCHES [mm]
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RIGHT ANGLE SMA CRIMP PLUG

COAXIAL

PROJECTION
43321

MCCORMICK

UNDIMENSIONED FEATURES

UNLESS OTHERWISE SPECIFIED,

DIMENSIONAL TOLERANCES:

.X = ±.1
.XX = ±.01

.XXX = ±.005

ANGULAR  TOLERANCES:

ALL = ± 1°

5 x P0.5

 [8] HEX

THREAD
1/4-36 UNS

.315

M

INSULATOR CAP

.65
16.6

.56
14.3


