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REVISIONS

REV DESCRIPTION DATE APPROVED

REV.

E

C.MCCORMICK

D.PARHAM

R.CARRICK

10/15/2001

10/15/2001

10/15/2001

B PRODUCT VALICATION UPDATES 11/07/02 P.LECLAIR

C 12/22/03ECN#1605  ADDED COMPONENT SPECIFICATION TABLE MCCORMICK

L-COM, INC. ANY REPRODUCTIONS IN PART OR WHOLE WITHOUT THE WRITTEN
THE  INFORMATION  CONTAINED  IN  THIS  DRAWING  IS  THE  SOLE  PROPERTY  OF

FSCM NO.

                 .XXX BAC1503
300" ±5%    >300" ±2%

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

C.BERUBE

MAY VARY

.005

D ECN# 2296 ADDED NOTES 02/24/06 MCCORMICK

ISOLATED BNC BULKHEAD JACK (SOLDER CUP)
DRAWING TITLE

PRODUCT DESCRIPTION

E ECN# 2778 ADD MOUNTING AREA MATERIAL INFO 03/15/07

UNLESS  OTHERWISE  SPECIFIED
DIMENSIONS ARE IN INCHES
TOLERANCES ARE:
                 .X .1
                 .XX .05

CABLE LENGTH TOLERANCE
≤ SCALE:  1:1

RECOMMENDED PANEL
HOLE

.066 DIA HOLE

SIGNAL TERMINAL SOLDER CUP

GROUND TERMINAL WITH

HEX NUT

LOCKWASHER

FLAT AREA

MOUNTING AREA

NICKEL PLATED

BODYNOTES:

1.0 PACKAGING:
   1.1 THE PRODUCT SHALL BE PRESERVED & PACKAGED IN A MANNER WHICH WILL 
         AFFORD ADEQUATE PROTECTION AGAINST CORROSION, DETERIORATION,
         AND PHYSICAL DAMAGE DURING SHIPMENT.

   1.2 INDIVIDUALLY PACKAGE EACH ASSEMBLY UTILIZING APPROPRIATE SIZED BAG 
         DEPICTED ON                            . MARK EACH BAG PER              .

2.0 WORKMANSHIP:
   2.1 CONNECTORS SHALL BE MANUFACTURED IN SUCH A MANNER AS TO BE
         UNIFORM IN QUALITY AND SHALL BE FREE FROM BURRS, CRAZING, CRACKS,
         VOIDS, PIMPLES, CHIPS, BLISTERS, PINHOLES, SHARP CUTTING EDGES, AND OTHER
         DEFECTS THAT WILL ADVERSELY AFFECT LIFE, SERVICEABILITY, OR APPEARANCE.

3.0 VISUAL AND MECHANICAL:
   3.1 CONNECTORS SHALL BE INSPECTED TO VERIFY COMPLIANCE TO THIS DRAWING.

4.0 REFERENCE DOCUMENTATION:

5.0 APPLICATION:
    5.1 PANEL MOUNT

LSP-010

CONNECTOR INTERFACE LIS-002
CONNECTOR CHARACTERISTICS LCC-002

1AN01-001-OD1
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Component Specifications 
Material  

Body Brass per ASTM-B-16, Half Hard 
Pin Brass per ASTM-B-16, Half Hard 
Insulator Delrin 
Hex Nut Brass per ASTM-B-16, Half Hard 
Lock Washer Brass per ASTM-B-16, Half Hard 

               Mounting Area ABS 
Finish  

Body Nickel plate per QQ-N-290, Class 1, 100 microinches 

Pin Gold plate per MIL-G-45204, type 1, grade C. 3-5 
microinch minimum. 

Hex Nut Nickel plate per QQ-N-290, Class 1, 100 microinches 
Lock Washer Nickel plate per QQ-N-290, Class 1, 100 microinches 

CS-291 


