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LOCKWASHER

HEX NUT
.255 [6.48]

.230 5.84
 

 

.312 7.92

NOTES:

MATERIAL:
BODY: BRASS
DIELECTRIC: PTFE
CENTER PIN: BERYLLIUM COPPER

FINISH:
BODY: NICKEL PLATE
CENTER PIN: 30 MICRO INCH GOLD

ELECTRICAL:
IMPEDANCE: 50 OHMS
FREQUENCY RANGE: 0-6 GHz

RoHS Compliant 
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ECN 3150: UPDATE DWG FORMAT

  

D.GRIFFIN

 

    

CATEGORY

PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]

     

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY 

NONE

FSCM NO.

43321

RECEPTACLE SMA F SOLDER NICKEL

COAXIAL

PROJ

UNLESS OTHERWISE SPECIFIED,

TOLERANCES TO BE:
     .X .1  [2.5]          ANGLES 2
   .XX .01  [.25]
 .XXX .005  [.13]

OVERALL CABLE LENGTH TOL:
    ≤ 60 [1524]  +3 [76.2] / - 0
    > 60 [1524]  +5% / -0%
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