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NOTES:

MATERIALS:
BODY: BRASS
CONTACT: PHOSPHOR BRONZE
INSULATOR: ACETAL

FINISH:
BODY: NICKEL PLATE
CONTACT: GOLD PLATE

MISCELLANEOUS:
IMPEDANCE: 50 OHM
COMPONENT SHALL BE INDIVIDUALLY PACKAGED
IN A POLY BAG.
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R.CARRICK 03/28/2002

6/9/09G
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ECN 4043: .72 WAS .67, 1.07 WAS 1.09, .09 WAS .079

ECN 4069: REVISED MODEL AND DRAWING PER SUPPLIER, NEW FORMAT 6/19/09
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CATEGORY

PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]
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CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY 

NONE

FSCM NO.

43321

RECEPTACLE BNC F PANEL MT SQ

COAXIAL

PROJECTION

UNLESS OTHERWISE SPECIFIED,

C.MCCORMICK

COLOR VARIATIONS
MAY OCCUR

03/28/2002
DIMENSIONAL TOLERANCES:

.X = ±.1
.XX = ±.01

.XXX = ±.005

ANGULAR  TOLERANCES:

ALL = ± 1°
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