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COLOR VARIATIONS

78

THE  INFORMATION  CONTAINED  IN  THIS  DRAWING  IS  THE  SOLE

MAY VARY 

NONE

FSCM NO.

ECN 4381: REVISE PER PM-K.B.

REVERSE POLARITY SMA CONNECTOR

COAXIAL

PROJECTION

NORTH ANDOVER, MA

PROPERTY OF L-COM, INC.  ANY REPRODUCTION IN PART OR WHOLE

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2

.XX = ± .02
.XXX = ±.005

1/4-36 UNS

.31 8 HEX

.83 21.2

RoHS Compliant 

CRIMP SIZE

ELECTRICAL:

NOTES:

RECOMMENDED APPLICATION: RG174, RG188, RG316 COAXIAL CABLE.
APPLICATION:

PACKAGING:
COMPONENT SHALL BE INDIVIDUALLY PACKAGED IN ACCORDANCE

         
  WITH L-COM SPECIFICATION PS-0031.

RECOMMENDED 
CENTER PIN

IMPEDANCE: 50 OHM

DIMENSIONS
CABLE STRIPPING

CRIMP SIZE
RECOMMENDED FERRULE

RECOMMENDED

DESCRIPTION MATERIAL FINISH
BODY BRASS GOLD PLATE

FERRULE BRASS GOLD PLATE
CENTER PIN BRASS GOLD PLATE 30μ "
INSULATOR PTFE -


