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INITIAL RELEASE

ECN 2983: ADDED CABLE STRIPPING, FERRULE DIM CHGD

R.POLUBINSKI

R.POLUBINSKI

ECN 5206: RE-DRAWN, ADDED PACKAGING NOTE AND NEW FORMAT
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R/A TNC PLUG,RG58

2345678

CATEGORY

MAY VARY 

D

NONE

PROJECTION

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2

.XX = ± .02
.XXX = ±.005

RoHS Compliant 

 ALL DIMENSIONS ARE FOR REFERENCE ONLY.

APPLICATIONS: RG58, LMR195

D

NOTES:

ELECTRICAL:

RECOMMENDED
CABLE STRIPPING

COMPONENT SHALL BE INDIVIDUALLY PACKAGED IN
 ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

RECOMMENDED
FERRULE CRIMP

IMPEDANCE: 50 OHMS
FREQUENCY RANGE: DC ~ 6 GHZ

DESCRIPTION MATERIAL FINISH
CONNECTOR BODY BRASS NICKEL PLATE

INSULATOR ACETAL -
FERRULE BRASS NICKEL PLATE

SCREW CAP BRASS NICKEL PLATE

CAP

BODY

3/8-32 UNEF-2A

FERRULE

1.13
28.6

.82
20.9

.16
3.9


