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RECOMMENDED 
CABLE STRIPPING

NOTES:

MATERIALS:
CONNECTOR BODY, CENTER PIN, FERRULE, LOCK
WASHER, AND NUT: BRASS
DIELECTRIC: PTFE
WATERPROOF SEAL: RUBBER

FINISH:
CONNECTOR BODY, FERRULE, LOCK
WASHER, AND NUT: 100μ INCHES NICKEL PLATE, MIN.
CENTER PIN: 3-5μ INCHES GOLD PLATE, MIN.

MISCELLANEOUS:
FOR CABLE APPLICATION: RG55, RG141, RG142, RG223, RG400.
IMPEDANCE: 50 OHMS
ALL DIMENSIONS ARE FOR REFERENCE ONLY.
COMPONENTS SHALL BE INDIVIDUALLY PACKAGED IN 
ACCORDANCE WITH L-COM SPECIFICATION PS-0031.
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REVISIONS

DESCRIPTION APPROVEDREV DATE

K.BURGNER 9/3/09

9/10/09A CN RELEASE D.GRIFFIN

CATEGORY

PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY 

NONE

FSCM NO.

43321

TYPE N F BHD CRIMP, RG55,141,142,223

COAXIAL

PROJECTION

UNLESS OTHERWISE SPECIFIED,

D.FRISIELLO

COLOR VARIATIONS
MAY OCCUR

9/3/09
DIMENSIONAL TOLERANCES:

.X = ±.1
.XX = ±.01

.XXX = ±.005

ANGULAR  TOLERANCES:

ALL = ± 1°
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