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BRAID DIELECTRIC
CENTER CONDUCTOR

RECOMMENDED
CABLE STRIPPING

DIMENSIONS

NOTES:

MATERIAL:
BODY: BRASS
SHELL: DIECAST
PIN: BRASS
INSULATOR: ACETAL

FINISH: 
BODY: NICKEL PLATE
SHELL: NICKEL PLATE
PIN: GOLD PLATE

ELECTRICAL:
IMPEDANCE: SEE LABEL
EACH CABLE ASSEMBLY SHALL BE SUBJECTED TO AND PASS A CONTINUITY TEST.
  
PACKAGING:
INDIVIDUALLY PACKAGE EACH ASSEMBLY UTILIZING APPROPRIATE SIZED BAG 
  
APPLICATION:
SEE TABLE
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CONN BNC M RG58 OR RG59 TWIST ON

CATEGORY

PRODUCT DESCRIPTION

    

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY BAC838
FSCM NO.

43321
SHEET  1  OF  1CAD FILE:  BAC838.SLDDRWSCALE:  1:1

COAXIAL

PROJ

UNLESS OTHERWISE SPECIFIED,
DIMENSIONS ARE IN INCHES [mm]
TOLERANCES TO BE:
     .X .1  [2.5]          ANGLES 2
   .XX .01  [.25]
 .XXX .005  [.13]

OVERALL CABLE LENGTH TOL:
     ≤ 60 [1524]  +3 [76.2] / - 0
    > 60 [1524]  +5% / -0%
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