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DIMENSIONS ARE IN INCHES [mm]
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R.CARRICK 08/30/01

4/8/16E
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ECN 8310: ADDED INDIVIDUALLY PACKAGED NOTE, NEW FORMAT

ECN 8848: REVISED COMPONENTS PER VENDOR, STRIPPING DIMS. 7/11/17
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D.FRISIELLO
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COAXIAL

MCCORMICK

COLOR VARIATIONS

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2 [5.08]

.XX = ± .02 [.51]
.XXX = ±.005 [.13]

* LEAVE BRAID*

RECOMMENDED
STRIP DIMENSIONS

LEAVE BRAID

BODY

WASHER

CLAMP GASKET

REAR SOCKET

PIN & SOCKET

NUT

BRAID CLAMP

NOTES:

MATERIAL:
BODY: BRASS
DIELECTRIC: PTFE
CENTER PINS: PHOSPHOR BRONZE
BRAID CLAMP: BRASS
WASHER: BRASS
NUT: BRASS

FINISH:
BODY: NICKEL PLATE
CENTER PINS: GOLD PLATE
BRAID CLAMP: NICKEL PLATE
WASHER: NICKEL PLATE
NUT:  NICKEL PLATE

COMPONENT SHALL BE INDIVIDUALLY PACKAGED IN
 ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

REGULATORY COMPLIANCE:
CE2011/65/EU(RoHS DIRECTIVE)


