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NOTES:

MATERIAL:
BODY: BRASS
FERRULE: BRASS OR COPPER ALLOY
PIN: BRASS
INSULATOR: ACETAL
SHELL INSULATOR: BLACK POLYCARBONATE
BOOT: BLACK PVC

FINISH:
BODY: NICKEL PLATE
FERRULE: NICKEL PLATE
PIN: GOLD PLATE

ELECTRICAL: 
IMPEDANCE: 50 OHM

PACKAGING:
INDIVIDUALLY PACKAGE EACH ASSEMBLY UTILIZING APPROPRIATE SIZED BAG 
       
APPLICATION:
RG58 CABLE ASSEMBLIES

RoHS Compliant 
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ECN 3177: UPDATE DWG FORMAT

ECN 3682: REVISED DIMENSIONS 10/31/08
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CATEGORY

PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]

    

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY 

FSCM NO.

43321

CONN BNC M INSULATED RG58

COAXIAL

PROJECTION

UNLESS OTHERWISE SPECIFIED,

CMCCORMICK

COLOR VARIATIONS
MAY OCCUR

11/20/2001
DIMENSIONAL TOLERANCES:

.X = ±.1
.XX = ±.01

.XXX = ±.005

ANGULAR  TOLERANCES:

ALL = ± 1°
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