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INITIAL RELEASE

ECN 5373: REVISED CABLE JACKET TO BLACK THERMOPLASTIC ELASTOMER 3/9/11 D.FRISIELLO

D.FRISIELLO
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MAY VARY 

NONE

FSCM NO.

8

43321

COAXIAL

COLOR VARIATIONS

NORTH ANDOVER, MA
OVERALL CABLE LENGTH TOLERANCE:

≤12 [305] = +1 [25] / -0
>12 [305] ≤60 [1524] = +2 [51] / -0

>60 [1524] ≤120 [3048] = +4 [102] / -0
>120 [3048] ≤300 [7620] = +6 [152] / -0

>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2

.XX = ± .02
.XXX = ±.005

RoHS Compliant 

CABLE ASSEMBLY SHALL BE INDIVIDUALLY PACKAGED IN
ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

NOTES:

CABLE ASSEMBLY SHALL BE TESTED FOR CONTINUITY.

LENGTH CODE CHART

CABLE# & LENGTH LENGTH SYMBOL EXAMPLES OF PART# USED
CA-NMNFHXXX  WHERE XXX = LENGTH IN FEET CA-NMNFH010  (10 FEET)
CA-NMNFHNXX  WHERE NXX = LENGTH IN INCHES CA-NMNFHN16  (16 INCHES)
CA-NMNFHMXX  WHERE MXX = LENGTH IN METERS CA-NMNFHM07  (7 METERS)
CA-NMNFHXMX  WHERE XMX = LENGTH IN DECIMAL METERS CA-NMNFH3M5  (3.5 METERS)

B

CONNECTOR

B

CA-400UF ULTRA FLEX, 50 OHM LOW-LOSS CABLE
JACKET: BLACK THERMOPLASTIC ELASTOMERTYPE N MALE

STRAIGHT CRIMP STRAIGHT CRIMP
CONNECTOR

TYPE N FEMALE

2X, SHRINK TUBE
BLACK

LENGTH


