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ECN 3312: CHANGE KIT P/N 1AB13-002 TO 1AB13-005

ECN 99999: ROTATED RCA COAX BOOT 180 DEG, NEW FORMAT
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D.PARHAM

CA TYPE F PLUG/RCA PLUG RG59A/U

07/02/01

NORTH ANDOVER, MA

PROJECTION

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2

.XX = ± .02
.XXX = ±.005

RoHS Compliant 

NOTES:

CABLE ASSEMBLY SHALL BE INDIVIDUALLY PACKAGED IN

CABLE ASSEMBLY SHALL BE TESTED FOR CONTINUNITY.

 ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

COAXIAL

MODEL P/N LENGTH, FEET   [MTR]
CC59A-RF-1 1.0   [.30]
CC59A-RF-3 3.0   [.91]
CC59A-RF-6 6.0   [1.83]
CC59A-RF-9 9.0   [2.74]

CC59A-RF-12 12.0   [3.66]

GOLD PLATED CENTER
CONTACT AND SHELLCONTACT AND SHELL

PHONO (RCA) PLUG
GOLD PLATED CENTER

2X, MOLDED STRAIN RELIEF
BLACK PVC

TYPE F PLUG

RG59A/U 75 OHM COAXIAL CABLE
JACKET, PVC BLACK

LENGTH


