
11.94
.470

.505
12.83

CA BNC M/BNC F BHD RG59B/U

8

PROJECTION

CC59B-MF.SLDDRW

6/28/07

AUDIO/VIDEO

DIMENSIONS ARE IN INCHES [mm]

   

CONFIGURATION DETAILS OF

01845

SCALE:

SIZE

CAD FILE:                       

DWG.  NO.

A
SHEET OF

REV.

DATEAPPROVALS

DRAWN BY

CHECKED BY

APPROVED BY

1234

ECN 8058: REVISED NOTES, FORMAT, ROHS

A

B

C

D

45 BEECHWOOD DRIVE

WITHOUT THE WRITTEN PERMISSION OF L-COM, INC. IS PROHIBITED.

A

B

C

D

1234

DATE

56

7/5/07

7

NONE

CC59B-MF43321
1

D.DOLCE 6/28/07

REVISIONS

C

DESCRIPTION APPROVED

1

REVPROPERTY OF L-COM, INC.  ANY REPRODUCTION IN PART OR WHOLE

D.DOLCE 6/28/07

MAY OCCUR

A

B

INITAL RELEASE

ECN #2945: ADDED GASKET TO BULKHEAD CONNECTOR. 8/14/07 D.FRISIELLO
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FSCM NO.

D.FRISIELLO

D.FRISIELLO

COLOR VARIATIONS

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2 [5.08]

.XX = ± .02 [.51]
.XXX = ±.005 [.13]

MODEL 
NUMBER

LENGTH
FEET  [METERS]

CC59B-MF-1 1.0  [.30]
CC59B-MF-3 3.0  [.91]
CC59B-MF-6 6.0  [1.83]

CC59B-MF-10 10.0  [3.05]
CC59B-MF-15 15.0  [4.57]
CC59B-MF-25 25.0  [7.62]
CC59B-MF-50 50.0  [15.24]

NOTES:

1. CABLE ASSEMBLY SHALL BE TESTED FOR CONTINUITY.

2. CABLE ASSEMBLY SHALL BE INDIVIDUALLY PACKAGED IN
    ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

REGULATORY COMPLIANCE:
  CE2011/65/EU(RoHS DIRECTIVE)

C

CC

C

RECOMMENDED
PANEL OPENING

PVC, BLACK

WASHER
GOLD PLATED CENTER CONTACT
75 OHM BNC PLUG

NICKEL PLATED SHELL

C TO +80

NICKEL PLATED SHELL

5/8" HEX NUT

C.

2X MOLDED STRAIN RELIEF,

RG59B/U, 75 OHM COAXIAL CABLE
CENTER CONDUCTOR: 22AWG SOLID BARE COPPER
  COVERED STEEL.
SHIELDING: BARE COPPER BRAID (95% COVERAGE)
INSULATION: FOAM POLYETHYLENE.
JACKET:  PVC, BLACK
OPERATING TEMPERATURE: -40

75 OHM BNC FEMALE
BULKHEAD CONNECTOR

GASKET

 LENGTH 


