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ECN 5448: REVISE P1 CONFIGURATION, ADD YELLOW BAND

S-VIDEO  TO RCA CABLE ASSEMBLY
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UNDIMENSIONED FEATURES

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2

.XX = ± .02
.XXX = ±.005

CENTER

OUTER

3&4

MD4M
P2

1&2

    P1
RCA PLUG

NOTES:

1. CABLE ASSEMBLY SHALL BE TESTED FOR CONTINUITY.

2. CABLE ASSEMBLY SHALL BE INDIVIDUALLY PACKAGED IN
     ACCORDANCE WITH L-COM SPECIFICATION PS-0031.
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P1

2X METAL BACK SHELL,

GOLD PLATED

ASSEMBLED, NICKEL PLATE
RCA PLUG

MALE MINI DIN 4
GOLD PLATED
 CONNECTOR

2X, KNURLED GRIP

TWO 75 OHM COAX CABLES
STRANDED CONDUCTORS

COPPER SPIRAL SHIELDS
HIGH FLEX BLACK PVC OUTER JACKET

LENGTH

2X, YELLOW BAND

FEET METERS
CCD144MR-2 2.0 0.61
CCD144MR-6 6.0 1.83
CCD144MR-10 10.0 3.05
CCD144MR-15 15.0 4.57
CCD144MR-20 20.0 6.10
CCD144MR-25 25.0 7.62

MODEL # LENGTH


