
RoHS Compliant 

     STRAIN RELIEFS.

     WITH L-COM PACKAGING SPEC. PS-0031.

2.  CABLE ASSEMBLY SHALL BE TESTED FOR CONTINUITY.
3.  CABLE ASSEMBLY SHALL BE INDIVIDUALLY PACKAGED IN ACCORDANCE

1.  L-COM LOGO IS REQUIRED ON BOTH SIDES OF MOLDED HOODS AND 

NOTES:

TABLE

MODEL # LENGTH DIM "A"
INCHES [MM]FEET METERS

CCR2MM-2 2.0 0.61 3.0 .3  [76.2 7.62]
CCR2MM-3 3.0 0.91   6.0 .3  [152.4 7.62]
CCR2MM-6 6.0 1.83   6.0 .3  [152.4 7.62]
CCR2MM-9 9.0 2.74   6.0 .3  [152.4 7.62]

  CCR2MM-12 12.0 3.66   6.0 .3  [152.4 7.62]
  CCR2MM-25 25.0 7.62   6.0 .3  [152.4 7.62]
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DUAL RCA CABLE ASSEMBLY

C.MCCORMICK

UNDIMENSIONED FEATURES

UNLESS OTHERWISE SPECIFIED,

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2

.XX = ± .02
.XXX = ±.005

PVC, BLACK

RED

WHITE

4X MOLDED HOOD

PVC, BLACK

4X RCA

2X MOLDED STRAIN RELIEF,

PHONO PLUG

UL2919, HIGH FLEX CABLE,
(2) 28AWG, 75 OHM COAXIAL CABLES,
STRANDED TINNED COPPER CONDUCTORS,
(1) WHITE, (1) RED,
CONDUCTOR SHIELD: SPIRAL TINNED COPPER,
OVERALL SHIELD: ALUMINUM/POLYESTER,
OUTER JACKET: PVC, BLACK

4X  DIM  "A"

LENGTH


