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ECN 7251: MOVED OAL DIM, REMOVED SHRINK TUBE, REVISED ROHS, FORMAT
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PROPERTY OF L-COM, INC.  ANY REPRODUCTION IN PART OR WHOLE

UNDIMENSIONED FEATURES

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2 [5.08]

.XX = ± .02 [.51]
.XXX = ±.005 [.13]
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SMA RIGHT ANGLE PLUG

4. CABLE ASSEMBLY SHALL BE INDIVIDUALLY PACKAGED IN

C.
3. CABLE ASSEMBLY SHALL BE TESTED FOR CONTINUITY.

  CE2011/65/EU(RoHS DIRECTIVE)
REGULATORY COMPLIANCE:

JACKET: FEP, BOWN

    ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

BRAID SHIELD.

GOLD PLATED CENTER CONTACTS.
NICKEL PLATING OVER BRASS.

WITH SILVER COATED COPPER ALLOY

NOTES:

1.  CABLE ASSEMBLY IS DESIGNED FOR HIGH TEMPERATURE APPLICATIONS.
2.  OPERATING TEMPERATURE RANGE: -70 C TO +200

RG316/U, 50 OHM COAX CABLE
STRANDED TINNED COPPER COVERED STEEL,

SMA PLUG
NICKEL PLATING OVER BRASS.
GOLD PLATED CENTER CONTACTS.

 LENGTH 

FEET METERS
CCSHR316-1 1.0 0.30
CCSHR316-1.5 1.5 0.46
CCSHR316-2 2.0 0.61
CCSHR316-2.5 2.5 0.76
CCSHR316-3 3.0 0.91
CCSHR316-4 4.0 1.22
CCSHR316-5 5.0 1.52
CCSHR316-7.5 7.5 2.29
CCSHR316-10 10.0 3.05

MODEL # LENGTH


