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NOTE:

1. WATERPROOF RATING: IP68

2. HOUSING: NYLON + GF, BLACK

3. MAIN HOUSING: ZINC ALLOY, NICKEL PLATED

4. NUT: ZINC ALLOY: NICKEL PLATED

5. O-RING: EPDM

6. PINS: COPPER ALLOY, GOLD PLATED

7. MAX PANEL THICKNESS: .177 [4.5]

8. RECOMMENDED NUT TORQUE: 3.5 - 5.2 lbf in [4-6 kgf.cm]

9. CONNECTORS INDIVIDUALLY PACKAGED IN A POLYBAG.
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12/16/09A INITIAL RELEASE D.GRIFFIN

CATEGORY

PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY 

NONE

FSCM NO.

43321

M12 4 PIN SLDR MNT FEMALE

TELECOM / MODULAR

PROJECTION

UNLESS OTHERWISE SPECIFIED,

D. PARHAM

COLOR VARIATIONS
MAY OCCUR

12/01/2009
OVERALL CABLE LENGTH TOLERANCE:

≤12 [305] = +1 [25] / -0
>12 [305] ≤60 [1524] = +2 [51] / -0

>60 [1524] ≤120 [3048] = +4 [102] / -0
>120 [3048] ≤300 [7620] = +6 [152] / -0

>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2

.XX = ± .02
.XXX = ±.005
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