
LOGO BOTH SIDES

(STEREO) PLUG
2X, 3.5mm 3 CIRCUIT

GOLD PLATTED CONTACT

STEREO CABLE, THIN-LINE COILED
2 COND. 26AWG TINNED COPPER 
WITH ALUM/POLY SHIELDING PLUS
TINNED COPPER BRAID SHIELD.
JACKET: POLYURETHANE, BLACK

LOGO BOTH SIDES

101.6
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F
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RoHS Compliant 

NOTES:

CABLE ASSEMBLY SHALL BE TESTED FOR CONTINUITY.

CABLE ASSEMBLY SHALL BE INDIVIDUALLY PACKAGED IN
ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

MODEL
NUMBER

LENGTH  (RELAXED)
INCHES, [MM]

LENGTH (EXPANDED) REF.
INCHES,  [MM]

CTL35MMC-0.5 6.0  .4  [150 10] 29.5  [750]
CTL35MMC-1 12.0  .6  [300 15] 59.0  [1500]
CTL35MMC-2 24.0  1.2  [610 30] 96.0  [2440]
CTL35MMC-3 36.0  1.6  [910 40] 143.3  [3640]
CTL35MMC-4 48.0  1.6  [1220 40] 144.1  [3660]
CTL35MMC-5 60.0  1.6  [1520 40] 179.5  [4560]
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3.5mm M/3.5mm M COILED CABLE
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UNDIMENSIONED FEATURES

NONE
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D.FRISIELLOECN 5381: UPDATE MOLD TOOL WITH NEW LOGO
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ECN 6300: ADDED EXPANDED LENGTHS (REF.)

DATE

FSCM NO.
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THE  INFORMATION  CONTAINED  IN  THIS  DRAWING  IS  THE  SOLE

MAY VARY 

MAY OCCUR
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D.FRISIELLO

COLOR VARIATIONS

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2

.XX = ± .02
.XXX = ±.005


