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1. CABLE SHALL BE TESTED FOR CONTINUITY.

2. CABLE SHALL BE INDIVIDUALLY PACKAGED IN ACCORDANCE

RED

PART
NUMBER

LENGTH
FEET [METERS]

CTL4B-5 5.0 [1.52]
CTL4B-7.5 7.5 [2.28]
CTL4B-10 10.0 [3.05]
CTL4B-15 15.0 [4.57]
CTL4B-25 25.0 [7.62]
CTL4B-50 50.0 [15.24]
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DESCRIPTION APPROVEDREV
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DATE

13.Apr.2010C Bill_Zhang

CATEGORY

PRODUCT DESCRIPTION

NORTH ANDOVER, MA

8

THE  INFORMATION  CONTAINED  IN  THIS  DRAWING  IS  THE  SOLE

MAY VARY 

NONE

FSCM NO.

MAY OCCUR 43321

AUDIO/VIDEO

PROJECTION

CA RGB 4 COAX BNC M/M

PROPERTY OF L-COM, INC.  ANY REPRODUCTION IN PART OR WHOLE

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2

.XX = ± .02
.XXX = ±.005

GREEN

8x MOLDED HOOD & STRAIN RELIEF;

THIS SIDE ONLY
L-COM LOGO

     PVC; GRAY (PANTONE 424C)

PVC; GRAY (PANTONE 424C)
2X MOLDED STRAIN RELIEF;

OUTER JACKET: PVC GRAY (PANTONE 424C)
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RED
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UL STYLE 2919
FOUR MINIATURE 75 OHM COAXIAL LINE COMPOSED OF 
COPPER SPIRAL SHIELD PLUS ALUMINUM MYLAR SHIELD

BLACK

152.4
2X 6.0

 LENGTH 

8x 75 OHM 
MALE BNC

CONNECTOR


