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ECN 3791: CN RELEASE

PROJECTION COLOR VARIATIONS

NONE

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2

.XX = ± .02
.XXX = ±.005

P1
RED

GREEN

5X 75 OHM BNC 

GRAY (424C)
PVC STRAIN RELIEF

2X #4-40
THUMBSCREW

PVC STRAIN RELIEF 
GRAY (424C)

HOOD, GRAY (424C)

P4

BRAIDED SHIELD.

P5

P3

P2

GRAY

BLACK

MOLDED PVC

BLUE

STRAIGHT JACK
OUTER JACKET: PVC, GRAY (424C)

MYLAR AND STRANDED TINNED COPPER

UL STYLE 2919: FIVE MINIATURE 75 ohms 
COAXIAL LINE COMPOSED OF ALUMINUM

5X MOLDED

LOGO
BOTH SIDES

6.0 [152.4]

18.0 [457.2]

RoHS Compliant 

2. CABLE SHALL BE INDIVIDUALLY PACKAGED IN ACCORDANCE
    WITH L-COM SPECIFICATION PS-0031.

DSUB-HD15

ALL BNC SHIELDS TIED TO SHELL

NOTES:

1. CABLE SHALL BE TESTED FOR CONTINUITY.

PLUG CONN.
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WIRE MAP
HD15 PLUG BNC JACK

PIN 1 P1
PIN 2 P2
PIN 3 P3
PIN 4 N/C
PIN 5 SHIELD
PIN 6 SHIELD
PIN 7 SHIELD
PIN 8 SHIELD
PIN 9 N/C

PIN 10 SHIELD
PIN 11 N/C
PIN 12 N/C
PIN 13 P5
PIN 14 P4
PIN 15 N/C
SHELL SHIELD

PIN1


