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CABLES ARE SHIPPED WITH THUMBSCREWS INSTALLED 
AND FOUR HEX SCREWLOCKS FOR OPTIONAL USE.  
THUMBSCREWS MAY BE REMOVED EASILY AND THE 
HEX SCREW LOCKS MOUNTED IN THE CAPTIVE NUTS 
OF THE CONNECTOR.

4-40 THREAD
X .120 DEEP

 .010

SPECIFICATIONS

VIDEO CABLE:
   UL STYLE 20276 
   COAXIAL CABLE:  THREE 75Ω , 
          32 AWG STRANDED COPPER CENTER CONDUCTORS.
    5 PAIRS: 30 AWG STRANDED COPPER CONDUCTORS.
    SHIELDING:  ALUMINIZED POLYESTER FOIL AND
          BRAIDED, TINNED COPPER
    JACKET: PVC, BLACK

KEYBOARD AND MOUSE CABLE:
    UL STYLE 20276
    CONDUCTORS:  SIX 28 AWG STRANDED
           COPPER CONDUCTORS.
    SHIELDING: ALUMINIZED POLYESTER SHIELD AND
           BRAIDED, TINNED COPPER SHIELD.
    JACKET: PVC, BLACK

D-SUB CONNECTORS:
    INSULATOR: UL94V-0 THERMOPLASTIC
    CONTACTS: GOLD PLATED
    SHELL: TIN FINISH
  THUMBSCREW: NICKEL PLATED

MINI-DIN CONNECTORS:
    INSULATOR: UL94V-0 THERMOPLASTIC
    CONTACTS: TIN PLATED
    SHIELD: NICKEL PLATED

MISCELLANEOUS:
CABLE ASSEMBLY SHALL BE TESTED FOR CONTINUITY.
CABLE ASSEMBLY SHALL BE INDIVIDUALLY PACKAGED IN
ACCORDANCE WITH L-COM SPECIFICATION PS-0031.
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CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY
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AUDIO/VIDEO

PROJECTION COLOR VARIATIONS
MAY OCCUR

DIMENSIONS ARE IN INCHES [mm]
UNLESS OTHERWISE SPECIFIED,

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2[51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ±.2[5.08]

.XX = ±.02[.51]
.XXX = ± .005[.13]
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