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ECN 5637: REVISED RACK PANEL, ADDED LOGO
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UNDIMENSIONED FEATURES

UNLESS OTHERWISE SPECIFIED,

RJ45 BRIDGING RK PNL W/4 TDS1881

A

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2[51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ±.2

.XX = ±.02
.XXX = ± .005 

     IDENTICAL, EACH HAVING SIX RJ45 JACKS IN FRONT.

2. THE PINS OF EACH JACK IN AN ABS SHELL ARE WIRED TO
     THE LIKE-NUMBERED PINS OF THE OTHER FIVE JACKS.

3. ALL CONNECTOR CONTACTS ARE GOLD PLATED.

1. THE FOUR BRIDGING ABS SHELLS IN THE PANEL ARE

RJ45 NOTES: RACK PANEL NOTES:

1.  STANDARD 1.75 X 19.0 INCH RACK PANEL DESIGN.

2.  MATERIAL: .06 (16 GAUGE) COLD ROLLED STEEL.

3.  FINISH: FLAT BLACK POWDER COAT.

4.  MARKINGS: WHITE SILK-SCREENED NUMBERS AND LOGO.
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