
NOTES:

1.0 TEST:

  1.1 INSERTION LOSS TESTED AT 1300nm WITH A <-1.0 dB RESULT.
  
2.0 MANUFACTURING:

   2.1 CABLE ASSEMBLY UTILIZES "PC" POLISH TYPE.
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INITIAL RELEASE

PRODUCT DESCRIPTION

50/125 DUPLEX LSZH CABLE ASSY

C

NORTH ANDOVER, MA

PROPERTY  OF L-COM, INC.  ANY REPRODUCTION IN PART OR WHOLE

ECN# 2325 ADDED NOTES

56

ECN# 2535; REMOVED OFNP FROM CABLE DESCRIPTION

<300" ±5%    >300" ±2%

DRAWING TITLE

08/22/06

MCCORMICK

MCCORMICK

UNLESS  OTHERWISE  SPECIFIED,
DIMENSIONS ARE IN INCHES
TOLERANCES ARE:
               .X .1
               .XX .05

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES 43321

CONNECTOR
4X ST STYLE

4X CABLE MARKER

LENGTH

50/125 DUPLEX LOW SMOKE ZERO HALOGEN
COLOR: ORANGE

PART #
LENGTH
METERS

FODZST50-01 1.0
FODZST50-02 2.0
FODZST50-03 3.0
FODZST50-04 4.0
FODZST50-05 5.0


