
LENGTH

SINGLEMODE SIMPLEX FIBER
OFNR (RISER) RATED
CABLE SIZE: 900μm
JACKET COLOR: SEE CHART A

SC CONNECTOR

CUT END

NOTES:

 1. SC CONNECTOR ASSEMBLY POLISH TYPE:  PC.

 2. ALL CONNECTORS ACCOMPANIED WITH  A DUST
     CAP INSTALLED (NOT SHOWN).

 3. CABLE ASSEMBLY SHALL BE PACKAGED 12 PIECES PER BAG
      IN ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

RoHS Compliant 
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CATEGORY

PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY 

NONE

FSCM NO.

43321

SC SNG SPX 900um OFNR 12PK 

FIBER OPTIC

PROJECTION

UNLESS OTHERWISE SPECIFIED,

D.PARHAM

COLOR VARIATIONS
MAY OCCUR

05/11/2012
OVERALL CABLE LENGTH TOLERANCE:

≤12 [305] = +1 [25] / -0
>12 [305] ≤60 [1524] = +2 [51] / -0

>60 [1524] ≤120 [3048] = +4 [102] / -0
>120 [3048] ≤300 [7620] = +6 [152] / -0

>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2

.XX = ± .02
.XXX = ±.005
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