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FIBER SUB PANEL 6 ST CPL BR

FIBER OPTIC SUB PANELS

PROJECTION
43321

PROPERTY OF L-COM, INC.  ANY REPRODUCTION IN PART OR WHOLE

UNDIMENSIONED FEATURES

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2

.XX = ± .02
.XXX = ±.005

RoHS Compliant  B

B
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2X PANEL FASTENER

6X ST COUPLER
BRONZE SLEEVE

NOTES:

1. PANEL MATERIAL: .06 THK COLD ROLLED STEEL.
    FASTENER MATERIAL: THERMOPLASTIC.

2. FINISH: BLACK PODWER COAT.

3. RECOMMENDED MOUNTING HOLE FOR MATING
    FASTENER, .252 +.002/-.000

4. SUPPLIED WITH DUST CAPS ON COUPLERS. (NOT SHOWN)

5. COMPONENT ASSEMBLY SHALL BE INDIVIDUALLY PACKAGED 
     IN ACCORDANCE WITH L-COM SPECIFICATION PS-0031.


