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NOTES

MATERIAL
SEE MATERIAL LIST

ELECTRICAL
CURRENT RATING:4 A
VOLTAGE: 250V 
CONTACT RESISTANCE:3mΩ MAX
INSULATION RESISTANCE:1000MΩ MIN

ENVIRONMENT
OPERATING TEMPERATURE:-40~85°C

APPLICATION
UL FLAMMABILITY: IEC 60695-11-10, UL94V-0
CONNECTOR NEED MEET: IEC 61076-2-101 STANDARD
INGRESS PROTECTION: RATING IS IP68(MATED,1METER ,24HOUR)

   PRESENT CRITICAL DIMENSIONS

REGULATORY COMPLIANCE:
  CE2011/65/EU(RoHS DIRECTIVE)

cx

MATERIAL LIST
ITEM DESCRIPTION MATERIAL PLATING/COLOR QTY

1 CONTACT QSN4-3 GOLD PLATED 
15U''& NICKEL 4

2 SHIELD H59 NICKEL 1

3 CONTACT 
MOUNT PA BLACK 1

4 SCREW NUT H59 NICKEL 1
5 O-RING NBR BLACK 1
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TELECOM/MODULAR

2345678

THE  INFORMATION  CONTAINED  IN  THIS  DRAWING  IS  THE  SOLE

MAY VARY 
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OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2 [5.08]

.XX = ± .02 [.51]
.XXX = ±.005 [.13]
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