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LSZH SNAGLESS BOOT

D.FRISIELLO

TELECOM/MODULAR

PROJECTION

1

D. PARHAM

UNDIMENSIONED FEATURES

01/12/2009
OVERALL CABLE LENGTH TOLERANCE:

≤12 [305] = +1 [25] / -0
>12 [305] ≤60 [1524] = +2 [51] / -0

>60 [1524] ≤120 [3048] = +4 [102] / -0
>120 [3048] ≤300 [7620] = +6 [152] / -0

>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2

.XX = ± .02
.XXX = ±.005

SEE TABLE
CABLE ENTRY DIAMETER

1.1
28

6.6
.26 .46

11.6

CABLE ENTRY SIZE

E

NOTES:

1. BOOTS ARE PACKAGED 50 PIECES PER BAG.

2. FLAMMABILITY RATING: UL94V-0

REGULATORY COMPLIANCE:
  CE2011/65/EU(RoHS DIRECTIVE)

mm 4.5 5.0 5.5 6.0 6.5
INCHES 0.177 0.197 0.217 0.236 0.256

MPC45D45-BLK MPC45D50-BLK MPC45D55-BLK MPC45D60-BLK MPC45D65-BLK
MPC45D45-BLU MPC45D50-BLU MPC45D55-BLU MPC45D60-BLU MPC45D65-BLU
MPC45D45-RED MPC45D50-RED MPC45D55-RED MPC45D60-RED MPC45D65-RED

MPC45D45-DGRY MPC45D50-DGRY MPC45D55-DGRY MPC45D60-DGRY MPC45D65-DGRY

ENTRY
(DIA.)
BLACK
BLUE
RED
DK GRAY


