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UNDIMENSIONED FEATURES
MINI COUPLERS

RACK/ENCLOSURE

PROJECTION

UNLESS OTHERWISE SPECIFIED,

43321

1U PNL W/16 CAT5E SHIELDED

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2 [5.08]

.XX = ± .02 [.51]
.XXX = ±.005 [.13]

NOTES:

1.  MATERIAL:  .06 THICK COLD ROLLED STEEL.

2.  PANEL FINISH: FLAT BLACK POWDER COAT.

3.  SILKSCREEN COLOR: WHITE.

4.  PANEL ASSEMBLY SHALL BE PACKAGED IN ACCORDANCE
      WITH L-COM SPECIFICATION PS-0014.

REGULATORY COMPLIANCE:
CE 2011/65/EU(RoHS DIRECITIVE)

.07 1.8

.92 23.2

12X, CABLE MANAGEMENT
MOUNTING HOLES

.50 12.7


