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2X 4-40 JACK SCREWS

1.85 47

NOTES:

MATERIAL:
HOOD:DIE CAST  ZINC ALLOY
JACKSCREWS: STEEL
ASSEMBLY HARDWARE: STEEL
STRAIN RELIEF GROMMETS: PVC (BLACK)

FINISH:
HOOD: CHROMIUM PLATED,MATTE FINISH ON MAJOR SURFACES
JACKSCREWS: NICKEL PLATED
ASSEMBLY SCREWS: NICKEL PLATED

MISCELLANEOUS:
INTENDED FOR USE WITH 25-PIN STANDARD AND 44-PIN HIGH DENSITY
D-SUBMINIATURE CONNECTORS
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CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY 

NONE

FSCM NO.

43321

HOOD KIT, METAL, RIGHT ANGLE

DATA CABLING

PROJ

UNLESS OTHERWISE SPECIFIED,

TOLERANCES TO BE:
     .X .1  [2.5]          ANGLES 2
   .XX .01  [.25]
 .XXX .005  [.13]

OVERALL CABLE LENGTH TOL:
    ≤ 60 [1524]  +3 [76.2] / - 0
    > 60 [1524]  +5% / -0%
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