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3.  COVER SNAPS ON.
2.  CABLE ENTRIES PERMIT TRI-DIRECTIONAL ENTRY POINTS.

4.  BOTH EIA568A AND B WIRING CODES ARE LISTED ON RJ45 JACKS INSIDE.
5.  JACK CONTACTS HAVE 50µ GOLD PLATING.
6.  ADAPTOR IS U.L. LISTED AND C.S.A. CERTIFIED.
7.  ALL DIMENSIONS ARE FOR REFERENCE ONLY.
8.  COMPONENT SHALL BE INDIVIDUALLY PACKAGED IN ACCORDANCE

1.  BASE AND COVER ARE HIGH IMPACT THERMOPLASTIC, COLOR: IVORY.

      WITH L-COM SPECIFICATION PS-0031.

  4 PUNCH DOWN COVERS
  2 WRITE-ON TABS

NOTES:

KIT INCLUDES:

  1 TIE-WRAP 3.5 " LG
  1 DOUBLE SIDED SELF-ADHESIVE PAD
  2 MOUNTING WOOD SCREWS
  4 RED MARKER TABS
  4 BLUE MARKER TABS
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NONE

FSCM NO.

D.GALLAGHER

SRFCE MNT BX 2 PRT RJ45/RJ12-I

D.FRISIELLOOVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2

.XX = ± .02
.XXX = ±.005


