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12X, RJ45 JACK
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3X, KNOCKOUT

RoHS Compliant 

SPECIFICATIONS:

MATERIAL:
  HOUSING: HIGH IMPACT FLAME RETARDANT PLASTIC, UL94V-0,
  COLOR: WHITE

ELECTRICAL:
   JACK WIRING: 50μ IN OF GOLD OVER 100μ IN OF NICKEL.
   CURRENT RATING: 1.5 AMPS

MECHANICAL:
   PLUG INSERTION LIFE: 750 CYCLES MIN.
   TEMPERATURE RANGE: -40 F TO +150 F (-40 C TO 68 C)

MISCELLANEOUS:
   CONNECTOR: 110 INSULATION DISPLACEMENT CONNECTOR (IDC)
   ACCEPT 22 - 26 AWG SOLID WIRE AND ARE COLOR CODED FOR
   EIA568A AND B WIRING.
 
   SURFACE BOX IS SUPPLIED WITH BLUE AND RED SNAP-IN ICONS, WRITE
    -IN STRIPS, DOUBLE SIDED ADHESIVE AND WOOD SCREWS.

PACKAGING: COMPONENT AND SUPPLIES SHALL BE INDIVIDUALLY
   PACKAGED IN ACCORDANCE WITH L-COM SPECIFICATION PS-0031.
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CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY 

NONE

FSCM NO.

43321

SURFACE MOUNT IDC 12 PORT CAT5 JACK

MODULAR

PROJECTION

UNLESS OTHERWISE SPECIFIED,

D.FRISIELLO

COLOR VARIATIONS
MAY OCCUR

9/30/10
DIMENSIONAL TOLERANCES:

.X = ±.1
.XX = ±.01

.XXX = ±.005

ANGULAR  TOLERANCES:

ALL = ± 1°
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