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UNLESS OTHERWISE SPECIFIED,
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SURFACE MOUNT JACK, RJ12 END ACCESS
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INITIAL RELEASE
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THE  INFORMATION  CONTAINED  IN  THIS  DRAWING  IS  THE  SOLE

MAY VARY 

NONE

UNDIMENSIONED FEATURES

REV DATE

6/14/13

COLOR VARIATIONS

PROPERTY OF L-COM, INC.  ANY REPRODUCTION IN PART OR WHOLE

MAY OCCUR

CATEGORY

ECN 6901: REMOVED NOTE 6 (UL LISTED...), 30u TO 15u, REVISE ROHS NOTE

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2

.XX = ± .02
.XXX = ±.005

WOOD SCREW
5/8" PHILLIPS HEAD

B

SUPPLIED WITH ONE

DOUBLE-SIDED FOAM

REGULATORY COMPLIANCE:

HARDWARE)
MOUNTING WITHOUT
TAPE FOR SURFACE

      ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

DESIGNATIONS
CONTACT

USOC-6

B

  ROHS, CE

5.  JACK CONTACTS HAVE 15µ GOLD PLATING.
6.  COMPONENT SHALL BE INDIVIDUALLY PACKAGED IN

NOTES:

1.  BASE AND COVER ARE HIGH IMPACT THERMOPLASTIC, COLOR: BEIGE.
2.  CABLE ENTRY PERMITS REAR ENTRY.
3.  COVER SNAPS ON.
4.  INTERNAL LEADS HAVE COLOR CODED INSULATION PER USOC 6.

(SUPPLIED WITH

TERMINAL DETAIL

PIN 6 BLUE

PIN 3 RED

PIN 4 GREEN

PIN 5 YELLOW

PIN 2 BLACK

PIN 1 WHITE
SECTION A-A

MOUNTING HOLE

PIN 1

PIN 6

SCREW
FLANGE HEAD

WASHER

SPADE LUG


