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    CONTACT
DESIGNATIONS

JACK

SECTION A-A 

MOUNTING HOLES
FOR WOOD SCREWS
(.196", 5 MM O.D.)

TERMINALS
SCREWS SECURE
SPADE LUGS AND
FLAT WASHERS (SUPPLIED WITH

DOUBLE-SIDED FOAM
TAPE FOR SURFACE
MOUNTING WITHOUT
HARDWARE)

THESE NUMBERS IDENTIFY
THE PIN CONNECTIONS TO
THE MODULAR JACK

          ENTRY FOR 
MODULAR CORD

SUPPLIED WITH TWO
5/8" PHILLIPS HEAD
WOOD SCREWS

.55
14

.79
20

MOUNTING DIMENSIONS
(ORIENT AS NEEDED)

RoHS Compliant 


5 - YELLOW
4 - GREEN

3 - RED
2 - BLACK

NOTES:

1.  BASE AND COVER ARE HIGH IMPACT THERMOPLASTIC, COLOR: BEIGE.
2.  CABLE ENTRIES PERMIT REAR OR BOTTOM ENTRY.
3.  COVER SNAPS ON.
4.  INTERNAL LEADS HAVE COLOR CODED INSULATION PER USOC 8.
5.  JACK CONTACTS HAVE 30µ GOLD PLATING.
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CATEGORY

PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY 

NONE

FSCM NO.

43321

RJ11 (6X4) JACK, SIDE ACCESS

MODULAR

PROJECTION

UNLESS OTHERWISE SPECIFIED,

TJC

COLOR VARIATIONS
MAY OCCUR

2/2/99
OVERALL CABLE LENGTH TOLERANCE:

≤12 [305] = +1 [25] / -0
>12 [305] ≤60 [1524] = +2 [51] / -0

>60 [1524] ≤120 [3048] = +4 [102] / -0
>120 [3048] ≤300 [7620] = +6 [152] / -0

>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2

.XX = ± .02
.XXX = ±.005
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