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NOTES:

MATERIAL:
HOUSING AND MANAGEMENT BAR: CLEAR POLYCARBONATE
SHIELDING: NICKEL PLATED BRASS
CONTACTS: GOLD PLATED PHOSPHOR BRONZE

CONDUCTOR O.D. RANGE: 24 AND 26 AWG STRANDED OR SOLID WITH
      MAX INSULATION O.D. .039"
CABLE O.D. RANGE: .228” to .256” 

COMPLIES WITH TIA-1096
VOLTAGE RATING: 36V

RoHS Compliant 
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CATEGORY

PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]
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CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY 

NONE

FSCM NO.

43321

SHIELDED RJ45 PLUG

MODULAR

PROJECTION

UNLESS OTHERWISE SPECIFIED,

D. PARHAM

COLOR VARIATIONS
MAY OCCUR

CS226

07/27/2010
OVERALL CABLE LENGTH TOLERANCE:

≤12 [305] = +1 [25] / -0
>12 [305] ≤60 [1524] = +2 [51] / -0

>60 [1524] ≤120 [3048] = +4 [102] / -0
>120 [3048] ≤300 [7620] = +6 [152] / -0

>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2

.XX = ± .02
.XXX = ±.005
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