
NOTES:

MATERIAL:
HOUSING, LOAD BAR, PAIR SEPARATOR: POLYCARBONATE, CLEAR, UL94V-0
CONTACTS: PHOSPHOR BRONZE
SHIELD/STRAIN RELIEF: BRASS

FINISH:
CONTACTS: 50 MICROINCHES [1.27 MICRON] MIN. GOLD IN CONTACT AREA 
OVER 100 MICROINCHES [2.54 MICRON] MIN. NICKEL PLATE OVERALL.
CONTACT MATING SURFACE TO BE ELECTROPOLISHED
SHIELD/STRAIN RELIEF: 100 MICROINCHES [2.54 MICRON] NICKEL

ELECTRICAL:
VOLTAGE: 125 VAC. MAX.
CURRENT: 1.5 AMPS MAX.

MECHANICAL: 
CONTACT STYLE: 2 PRONG
COMPATIBLE WITH STRANDED AND SOLID CONDUCTORS
CONDUCTOR RANGE: 24 - 26 AWG
MAX. CONDUCTOR INSULATION DIAMETER: .042 [1.07]
PARTS SHALL CONFORM TO TIA-1096

MISCELLANEOUS:
OPERATING TEMPERATURE RANGE: -40°C  TO  +125°C
TERMINATED CONTACT HEIGHT: .237±.005 [6.02±.13]
FOR TERMINATION OR TOOLING INFORMATION PLEASE VISIT
THE APPROPRIATE PRODUCT PAGE AT WWW.L-COM.COM
PARTS SHALL BE ROHS COMPLIANT
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OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2[51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ±.2

.XX = ±.02
.XXX = ± .005 
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STRAIN RELIEF CABLE RANGE: .228 [5.79] TO .256 [6.50] O.D.
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