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  LENGTH  

J1
USB 3.0 RECEPTACLE

SERIES "C"
WATERPROOF JACK

B12

B1A12

A1

PIN 1
FRONT ROW

DIELECTRIC

P1
USB3.0

TYPE A PLUG

2X MOLDED HOOD
PVC(UV RESISTANCE), BLACK

UL94 V-0
5/8-27UN-2A

THREAD

HEX NUT

GASKET

CABLE:
(1) 32AWG STRANDED TINNED COPPER TWISTED PAIR
(2) 32AWG SHIELDED STRANDED TINNED COPPER TWISTED PAIR
WITH DRAIN WIRE
(2) 26AWG STRANDED TINNED COPPER CONDUCTORS
OVERALL ALUMINUM/POLYESTER SHIELD PLUS TINNED
COPPER BRAID SHIELD
JACKET: PVC, BLACK,(UV RESISTANCE) (NOM DIA. .165" [4.2])

10nF

56KΩ

C

NOTES:

1.INGRESS PROTECTION RATING IS IP67 (J1 ONLY,MATED)
2.TYPE "A" CONNECTOR CONTACTS HAVE 30 μINCHES GOLD OVER NICKEL PLATING
   TYPE "C" CONNECTOR CONTACTS HAVE GOLD OVER NICKEL PLATING
3.CABLE TEMPERATURE RANGE :-20 °C~+80 °C(FIXED)
4.CABLE ASSEMBLY SHALL HAVE 360° SHIELD TERMINATION
5.CABLE ASSEMBLY SHALL BE TESTED FOR CONTINUITY
6.L-COM LOGO AND ARROW ICON MAY BE ON ANY SIDE OF THE OVERMOLD FOR
   USB SERIES "C" END.
7.CABLE ASSEMBLY SHALL BE INDIVIDUALLY PACKAGED IN ACCORDANCE WITH  
   L- COM SPECIFICATION PS-0031.
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REVISIONS

DESCRIPTION APPROVEDREV DATE

B.GATES 05/18/17

11/20/17A

B

CN INITIAL RELEASE

ECN 9629: UPDATE CONTACTS FINISH THICKNESS TO 15U'' FOR J1 END 01/16/19

D.CUI

BGATES

C ECN 9974: UPDATE CONTACT FINISH TO G/F FOR J1 END 07/15/19 BGATES

CATEGORY

PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY 

NONE

FSCM NO.

43321

CA USB 3.0 TYPE A-M TO WP TYPE C-F

USB 3.0

PROJECTION

UNLESS OTHERWISE SPECIFIED,

D.CUI

COLOR VARIATIONS
MAY OCCUR

05/18/17
OVERALL CABLE LENGTH TOLERANCE:

≤12 [305] = +1 [25] / -0
>12 [305] ≤60 [1524] = +2 [51] / -0

>60 [1524] ≤120 [3048] = +4 [102] / -0
>120 [3048] ≤300 [7620] = +6 [152] / -0

>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2 [5.08]

.XX = ± .02 [.51]
.XXX = ±.005 [.13]
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