
SPECIFICATIONS:

1. SUPPLY VOLTAGE: 4.75~5.25V
2. SUPPLY CURRENT: <200mA
3. POWER DISSIPATION: 0.94W
4. CURRENT TO DEVICE: 900mA
5. TEMPERATURE: 0~50 C
6. HUMIDITY: 15~85% RH
7. PRESSURE: 700~1060hPA

NOTES:

CABLE ASSEMBLY SHALL BE TESTED FOR CONTINUITY.1.
CABLE ASSEMBLY SHALL BE INDIVIDUALLY PACKAGED IN 2.
ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

REGULATORY COMPLIANCE:
CE2011/65/EU(RoHS DIRECTIVE)
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USB3.0 TYPE A PLUG

PART NUMBER LENGTH
METERS[FEET]

U3A00107-10M 10.0 [32.81]
U3A00107-20M 20.0 [65.62]
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USB3.0 MICRO B PLUG
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UNDIMENSIONED FEATURES
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OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2 [5.08]

.XX = ± .02 [.51]
.XXX = ±.005 [.13]
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