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WALL PLATE
RCA JACK TO RCA JACK
BULKHEAD ADAPTOR

NOTES:

WALL PLATE: 
STAINLESS STEEL.

COUPLER:
BODY: BRASS, NICKEL FINISH
INSULATOR: DELRIN, ONE RED, ONE WHITE.
NUT: COPPER, NICKEL FINISH
LOCKWASHER: IRON

MISCELLANEOUS:
ASSEMBLY IS SUPPLIED WITH 2 #6-32 X 1.0 LONG
FILLISTER HEAD MOUNTING SCREWS
COMPONENT IS INDIVIDUALLY PACKAGED IN
ACCORDANCE WITH L-COM SPEC. PS-0031.

RoHS Compliant 
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2/25/10A INITIAL RELEASE D.GRIFFIN

CATEGORY

PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY 

NONE

FSCM NO.

43321

STAINLESS WP TWO RCA

AUDIO/VIDEO

PROJECTION

UNLESS OTHERWISE SPECIFIED,

D. CASTRO

COLOR VARIATIONS
MAY OCCUR

2/23/10
OVERALL CABLE LENGTH TOLERANCE:

≤12 [305] = +1 [25] / -0
>12 [305] ≤60 [1524] = +2 [51] / -0

>60 [1524] ≤120 [3048] = +4 [102] / -0
>120 [3048] ≤300 [7620] = +6 [152] / -0

>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2

.XX = ± .02
.XXX = ±.005
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