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ECN 4278: ADDED TEMPERATURE RANGE AND PACKAGING
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OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2 [5.08]

.XX = ± .02 [.51]
.XXX = ±.005 [.13]

O-RING

CONNECTOR
DB25 MALE

SILICONE

2X 4-40 INSERT

2.54
64.5

.83
21.1

LIQUID GLUE
SOLDER CUPS

3.9
.15

.18
4.6

4-40 HEX JACK SCREW
FOR PANEL THICKNESS

UNDER 0.05"

.20
5

4-40 HEX JACK SCREW
FOR PANEL THICKNESS

BETWEEN 0.05" AND 0.078"

.24
6

RECOMMENDED
PANEL OPENING

NOTES:

 1. IP (INGRESS PROTECTION) RATING: 67.

 2. OPERATING TEMPERATURE RANGE: -40 C TO +105 C.

 3. COMPONENT SHALL BE INDIVIDUALLY PACKAGED IN
     ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

REGULATORY COMPLIANCE:
  CE2011/65/EU(RoHS DIRECTIVE)


