2X .91±.20

23±5.1

LENGTH

UL STYLE 20276

(3) 30AWG STRANDED TINNED COPPER COAXIAL CABLES (75 OHM),
(4) SHIELDED TWISTED PAIR 30AWG STRANDED TINNED COPPER,
(1) UNSHIELDED TWISTED PAIR 28AWG STRANDED TINNED COPPER,
(5) CONDUCTORS 28AWG STRANDED TINNED COPPER,

SHIELDING (BRAIDED): 36AWG TINNED COPPER,

SHIELDING: ALUMINUM/POLYESTER,

OUTER JACKET COLOR: GRAY COLOR (PANTONE 424C)

2X ENCAPSULATED FERRITE BEAD

MOLDED PVC,

GRAY COLOR (PANTONE 424C)

2X MOLDED PVC HOOD WITH INTERNAL METAL BACKSHELL SHIELD

GRAY (PANTONE 424C)

4X #4-40 UNC-2A METAL THUMBSCREW

PIN 1

PIN 1

CABLE ASSEMBLY SHALL BE TESTED FOR CONTINUITY.

CABLE ASSEMBLY SHALL BE INDIVIDUALLY PACKAGED IN ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

DUST COVERS INSTALLED FOR SHIPPING (NOT SHOWN).

REGULATORY COMPLIANCE:

CE2011/65/EU (RoHS DIRECTIVE)