### MATERIAL:
- **JACK-SCREW**: BRASS
- **HEX NUT**: STEEL
- **LOCK WASHER**: STEEL

### FINISH:
- **JACK-SCREW**: NICKEL PLATED
- **HEX NUT**: NICKEL PLATED
- **LOCK WASHER**: NICKEL PLATED

### MISCELLANEOUS:
- Packaging: SEAT 50 JACK-SCREWS, 50 LOCK-WASHERS, AND 50 HEX NUTS IN ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

### REGULATORY COMPLIANCE:
- CE2011/65/EU (RoHS DIRECTIVE)

---

### TABLE A

<table>
<thead>
<tr>
<th>P/N</th>
<th>DIM - A</th>
<th>DIM - B</th>
<th>DIM - C</th>
<th>DIM - D</th>
</tr>
</thead>
</table>

---

### SPECIFICATIONS

- **4-40 HEX JACK-SCREW KIT**
- **D-SUBMINIATURE**

---

**NOTE:**
- **JACK-SCREW**
- **HEX NUT**
- **LOCK WASHER**

---

**SCALE:**
- 50 HIGH STREET
- NORTH ANDOVER, MA
- 01845

---

**APPROVALS**
- DATE: 02/12/2004
- APPROVED BY: R. CARRICK

---

**TABLE A**

- **DIMENSIONS**:
  - **DIM - A**: ± 0.008
  - **DIM - B**: ± 0.008
  - **DIM - C**: ± 0.008
  - **DIM - D**: ± 0.008

---

**SPLIT LOCK-WASHER**

---

**HEX NUT**

---

**LOCK WASHER**

---

**4-40 UNC-2A**

---

**4-40 UNC-2B**

---

**HEX NUT**

---

**JACK-SCREW**

---

**NOTE:**
- **MATERIAL**:
  - JACK-SCREW: BRASS
  - HEX NUT: STEEL
  - LOCK WASHER: STEEL

---

**FINISH**:
- JACK-SCREW: NICKEL PLATED
- HEX NUT: NICKEL PLATED
- LOCK WASHER: NICKEL PLATED

---

**MISCELLANEOUS**:
- PACKAGING: SEAT 50 JACK-SCREWS, 50 LOCK-WASHERS, AND 50 HEX NUTS IN ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

---

**REGULATORY COMPLIANCE**:
- CE2011/65/EU (RoHS DIRECTIVE)