CABLE: UL STYLE 20276, (2X) TWISTED PAIR, 30AWG WITH ALUM/POLY FOIL SHIELD AND DRAIN WIRE. (1) UNSHIELDED TWISTED PAIR, 30AWG. (2) COND., 24AWG. OVERALL BRAID SHIELD JACKET: PVC, BLUE (PANTONE 300C)

MISCELLANEOUS:
CABLE ASSEMBLY SHALL BE TESTED FOR CONTINUITY.
CABLE ASSEMBLY SHALL HAVE 360° SHIELD TERMINATION.
CABLE ASSEMBLY MUST MEET USB 3.0 REQUIREMENTS.
CABLE ASSEMBLY SHALL BE INDIVIDUALLY PACKAGED IN ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

REGULATORY COMPLIANCE:
CE2011/65/EU (RoHS DIRECTIVE)

NOTES:
CABLE: UL STYLE 20276, (2X) TWISTED PAIR, 30AWG WITH ALUM/POLY FOIL SHIELD AND DRAIN WIRE. (1) UNSHIELDED TWISTED PAIR, 30AWG. (2) COND., 24AWG. OVERALL BRAID SHIELD JACKET: PVC, BLUE (PANTONE 300C)