THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE PROPERTY OF L-COM, INC. ANY REPRODUCTION IN PART OR WHOLE WITHOUT THE WRITTEN PERMISSION OF L-COM, INC. IS PROHIBITED.

UNDIMENSIONED FEATURES MAY OCCUR

DIMENSIONS ARE IN INCHES [mm]

NOTE:
1. RECOMMENDED CABLE DIAMETER: 0.236 Ø THRU 0.394 Ø
2. IP (INGRESS PROTECTION) RATING: 67.
3. OPERATING TEMPERATURE RANGE: -40°C TO +105°C.
4. COMPONENT ASSEMBLY SHALL BE INDIVIDUALLY PACKAGED IN ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

MATERIALS:
- GASKETS: EPDM
- BODY: NYLON
- HOUSING: ABS
- O-RING: SILICONE
- SEAL: EPDM
- SEALING NUT: NYLON
- THUMBSCREW: BRASS

FINISH:
- THUMBSCREW: NICKEL PLATE

RoHS Compliant

DATA CABLES

DB25 MALE WATERPROOF CONNECTOR

MANUFACTURERS LOGO

NOTES:
1. RECOMMENDED CABLE DIAMETER: 0.236 Ø THRU 0.394 Ø
2. IP (INGRESS PROTECTION) RATING: 67.
3. OPERATING TEMPERATURE RANGE: -40°C TO +105°C.
4. COMPONENT ASSEMBLY SHALL BE INDIVIDUALLY PACKAGED IN ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

MATERIALS:
- GASKETS: EPDM
- BODY: NYLON
- HOUSING: ABS
- O-RING: SILICONE
- SEAL: EPDM
- SEALING NUT: NYLON
- THUMBSCREW: BRASS

FINISH:
- THUMBSCREW: NICKEL PLATE