
What is the difference between straight-thru 
and cross pinning on a modular cable or cou-

Straight-thru means each contact is straight pinned to its 
respective contact (1-1, 2-2, 3-3, etc.). Crossed pinning means 
contacts are pinned through to the opposite contact. Example: on 
an 8 position RJ45: 1-8, 2-7, 3-6, etc.
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STRAIGHT CROSS 

What are the major digital 

EVC (Enhanced 
Video Connector) or  

P&D (Plug & 
Display)

DP (Display Port) DVI (Digital Video 
Interface)

HDMI (High Definition 
Multimedia Interface)

Standards Group

VESA (Video 
Electronics
Standards 
Association)

VESA (Video 
Electronics
Standards Association

DDWG (Digital Display
Work Group)

HDMI Founders (Consortium of 
leading
consumer electronics manufac-
turers)

Maximum Channels 3 8 6 (Dual Link) 8
Maximum Resolution SXGA (1280 x 1024) 1080p QXGA (2048 x 1536) HDTV 720P and 1080P

Currently there are four  
major digital video 
interfaces controlled by 
different standards 
groups, each with their 
own strengths and 
weaknesses. This chart 
compares these 

Installation of Mini DIN bulkhead adapter styles

Front Mount
Mount adapter from the front of panel, secure threads/nut from the 
back of the panel.
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Rear Mount
Mount adapter from the rear of panel, secure threads/nut from the 
front of the panel.
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